APPENDIX A— COMMUNITY FENCING
WOOD SCREEN OVERLAP FENCE

FACIA 25mm x 150mm (1 'xa"}.\ /RNL 50mm x 150mm (2"x6)

A\ I| ]
= e
| .

POST 100mm x 150mm [:4"155')

BOARDS 25mm x 150mm (1 ";-;6'}/
OR 25mm x 200mm (1"x8")
(OVERLAP BOARDS MIN 25mm)
100mm ® 150mm (4"x6") PRESSURE TREATED

POST C/W CHAMFERED TOPCUT,

3050mm (10'—0") SAND SMOOTH

I 63mm (2.5")

1 — 50mm x 180mm (2"«6") TOP RAIL
FIXED SECURELY TO POST WITH
83mm COATED NAILS

1 = 25mm x 150mm (1"x6") FASCIA
TOENAILED TO POSTS WITH BSmm
COATED MNAILS

2 — 25mm x 150mm {1"x6"} OR 25mm X 200mm
{1"%8") ROUGH BOARDS BUTTED

TOGETHER & MAILED TO STRIMGERS

WITH S0mm ARDOX NAILS

STAIN MOTES

— FIRST COAT EVEMLY APPLIED PRIOR
TO ASSEMBLY WITH ALL CUT ENDS
DIPPED.

— SECOND COAT EVENLY APPLIED TO
COVER ALL EXPOSED SURFACES OF
FENCE [N PLACE.

— STAIN TO BE APPLIED AS PER
MANUFACTURER'S SPEC.

VARIES TO 1825mm (8'-0") 170mm (6.5")

1 — 50mm x 100mm (2x4) SUFPORT RAIL,
MAIL TO POSTS

1 = SDmm » 150mm (2x6) BOTTOM RAIL,
MAILED TO POST LOCATIONS (AS PER TOP RAIL)
WITH Bmm COATED MAILS

1 — 28mm x 150mm (1x5) BOTTOM FACIA,
TOENAIL TO POSTS & BOARDS

25mm (1")

CONCRETE BASE
NOTES: ALL HARDWARE TO 2024 Product numbers
8E GALVANIZED —_____

£1500mm (#60") T

FENCE TO BE LOCATED WHOLLY . COLOURA Pewter Ebony
OH PRIVATE PROPERTY, WITH 150mm 0 NOTES: STAN COLODUR TO BE 4
SETBACK FROM PUBLIC PROPERTY LINES. - DETERMINED, EX0598

.

:

25mm_THICK FASCIA BOARDS TO BE
CONSTRUCTED OM CITY OF EDMONTON
SIDE OF FENCE [e. R.O.W, P.UL, OR
PUBLIC RESERVE. (WHERE APPLICABLE)

150mm DEPTH

GRAVEL BASE TO BE DETERMINED/ 300mm (12"}
CONFRIMED BASED OM LOCAL

SITE CONDITIONS

WOoOoD DETAL - P PA

H.T.5,

Cloverdale WSH-045 Pewter (medium grey colour)
PANELS/SLATS | Cloverdale WSH-023 Ebony (dark charcoal colour)
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WOOQOD SCREEN TIGHT PATTERN FENCE

BOARDS 25mm » 150mm E1":{S")
OR 2Z5mm x 200mm 1':18"}\ RAIL 50mm x 150mm (2°67)

.1' o3 s = PN | e

\—paST 100mm x 150mm (4"%5")

FAGIA 25mm x 150mm (1"X6%)

100mm x 150mm (4"x6"}
PRESSURE TREATED POST C/W

3050mm (10°-0") CHAMFERED TOPCLIT, SAMD
SM00ATH

i 63mm (2.57)
u'! S —
L4 o 1 = 50mm % 150mm (2°x6") TOP
B RAIL FIXED SECURELY TO POST
E] r WITH 89mm COATED NAILS
g 1 = 25mm x 150mm [1"x8")
~ — FASCIA TOEWAILEDN TO POSTS WITH
- : BOmm COATED MAILS
—~ 1 = 26mm x 150mm (17x6") OR
o) 25mm ¥ 200mm (1"¥8") ROUGH
] BOARDS BUTTED TOGETHER &
- : NAILED TO STRINGERS WITH 50mm
L : ARDOX NAILS
E STAIN NOTES
E ; ~ FIRST COAT EVEWLY APPLIED PRIOR
n —— b=l=—-——d - TO ASSEMBLY WITH ALL CUT ENDS
o = = | CIPPED.
=1 T T - SECOND GOAT EVEMLY D 10
- B5TND, COAT R R RGE
=) FEMCE IN PLACE.
~ STAIN_TO_BE APFLIED AS PER
@ MANUF}«GTURERFS SREL.
T
2 1 - 50mm % 100mm (Zed)
SUPPORT RAIL, NAIL TO POSTS
— 1 — B0mm = 150mm (2x6)
% — ; BOTTOM RAIL, NALED TO FOST
P ﬂ: LOCATIONS (AS PER TOP RAIL)
S ol WITH 88mm COATED MAILS
= o 1 - 28mm % 150mm (1%8)
= o BOTTOM FASCIA, TOENAL TO
¥ POSTS & BOARDS
NOTES: Al HARDWARE TO ~
BE GALVARNIZED E COLOUR
NOTES; STAB COLOUR TO BE
FENCE TO BE LOCATED WHOLLY [ | DETERMINED.
0K PRIVATE PROPERTY, WITH 150mm =] |
SETHACK FROM PUBLIC PROPERTY LINES. %
25mm THICK FASC1A BOARDS TO BE e =
CONSTRUCTED DN GITY CF EDMONTON R R v CONCRETE BASE
SIDE OF FENCE le. R.O.W, PUL, OR
FUBLIC RESERVE. (WHERE APPLICABLE)
300mm (12"
150mm DEPTH GRAVEL BASE TO BE _L 1[ (12")
DETERMINED,/CONFRIMED BASED
ON LOCAL SITE COMDATIONS

N.T.S
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WOOD SCREEN STEP DOWN FENCE

FOREMOST PORTION OF
PRINCIFAL BUILDING

3050mm{10'-0")

FENCE TO BE 1000mm HIGH FOR
PORTION OF FEMCE THAT EXTENDS
BEYOND FOREMOST PRINCIPAL BUILDING

mrm

3050mm(10"-0")

I

3050mm (10'-0")

FENCE TO BE 1500mm (5'-0") HIGH
FROM FOREMOST FORTION OF PRIMCIPAL
BUILDING BACK ONE FEMCE SECTION

| FENcE To BE 1800mm(s’-0") |

HIGH TO BACK OF YARD

e

|

\

\
\

I

|

FIHISHED GRADE

NOTES: :

FENCE TO BE LOCATED WHOLLY ON
PRIVATE PROPERTY, WITH 150mm
SETBACK FROM PRIVATE PROPERTY
LIMES.
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CHAIN LINK FENCE

L 2000mm 2000mm L
Smm GALY, STEEL
“ A WATERPROOF CAPS
TOP EDGE FASTEMERS AT 43mm ¢ TOP FIPE RAILS
BEmm DOME CAP ————i I 450mm o r
—
Jmm %20mm GALY—————.] |
STEEL TENSION
BAR BAMDS E0mm 8 LINE POST E
L]
BSrmm @ END, ﬁ
CORMER, STRAINING ol
OR GATEPOST ~
- | Smm GALV., STEEL OR
Smm x 20mm GALY. ;;:,r,: ‘;‘“&TE‘ ESWRE ALUMINUM FASTENERS
STEEL TEMSIOM BAR ' j" | AT I00mm 0.0
= Y —
= —
E e L
£l g 25mm TO 40mm =
§ = CLEARANCE FOR WIRE MESH FIMISHED GRADE
[Ty}
M 300 DlA. CONC. FOOTING 3.78mm TEMSION WRE

NOTES: |
FEMCE TO BE LOCATED e L
WHOLLY OM PRIVATE E e

PROPERTY, WITHIN
180mm OF PRIVATE S00mm 250mm 250mm
PROPERTY LINES.

ALL FABRIC TO BE
GALVANIZED CAW
BLACK PWG COAT,

ALL POSTS, RAILINGS, FASTEMERS AMD

FITTINGS TO BE GALVAMIZED WITH BLACK POWDER COAT
OR DURABLE BLACK PAINT FIMISH SINTABLE

FOR EXTERNAL COMDITIONS.

CHAIN LINK FENCE DETAIL

NTS
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